
YOUR SCBA PLATFORM
FOR THE FUTURE

TECHNICAL SPECIFICATIONS
Approvals AS/NZS 1716:2012

EN 137

Antistatic Properties ATEX
II 1G IIC T6
II 1D IIIC –30°C <= Ta <= 
+60°C

Weight*

G1 mask

Backplate with pneumatics 
and demand valve

Backplate with pneumatics, 
demand valve, G1 mask and 
charged 6.8 l cylinder

640 g 

3.6 kg

11 kg

Cylinder one or two

Operating Pressure 300 bar

Extended Operating 
Temperature

–40°C to +60°C

* Weight varies per configuration

Future-ready field upgrade 

Enhanced hygiene

Improved ergonomics and comfort 

Reduced cost-of-ownership 

Highest safety standards 

State-of-the-art communication
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Your SCBA Platform for The Future

FEATURES AND BENEFITS
Enhanced
HYGIENE

Easy to clean and disinfect (no difficult to reach or tight angle spots on the backplate) 

Dust and water-repellent harness material reduces time for mechanical cleaning 

Simplified disassembly and assembly of components

Entire SCBA is machine washable (no disassembly required)

IP67 resistant C1 headset

Improved
ERGONOMICS

Backplate with unique one-handed height adjustment (S/M/L marking)

Unique padded harness design with S-shape prevents pressure points and slipping 

Hip belt designed for even weight distribution

Highest
SAFETY
STANDARDS

Innovative material composition of mask, lung-governed demand valve and pneumatics for increased 
chemical resistance      BEST PROTECTION AGAINST PERMEATION

Rescue line with CleanConnect increases safety by cleaning the coupling with medium pressure    
     MSAPATENT

Improved cleanability enhances safety for service technicians

Reduced risk of snagging hazards with guided hoses in backplate

Reflective harness elements for greater visibility in dark or smoke-filled environments

Tested down to -40°C (EN 137 requires only -30°C)

Reduced
COST OF 
OWNERSHIP

All components designed for longer life      10 YEAR WARRANTY*

Reduced maintenance costs due to extended service intervals

Easy to upgrade and service without special tools

Pressure reducer with multiple ports (only one design for all options and future upgrades)

alphaCLICK II high pressure quick connect saves 90% time for cylinder exchange

State-of-the-Art
COMMUNICATION

C1 headset easily attaches to the outside of the G1 mask, integrating seamlessly with the mask design

Microphone design protects against surrounding sound (no transmission of unwanted noise)

Single interchangeable C1 headset between users provides lower cost-of-ownership
* MSA will guarantee replacements if root cause is identified as a manufacturing/workmanship defect
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designed together with you
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PERFECT INTEGRATION OF
G1 MASK

COMPLETE RELIABILITY
AND ENHANCED COMFORT

• 	Broad sealing line for ultimate tightness and comfort
• 	Optimised balance point and greater freedom for head movement
• 	Low inhalation and exhalation resistance
• 	Perfect fit with 3 sizes for face blank and inner mask

UNDISTRACTED
VIEW

• 	Flat lens design prevents optical refractions and reflections
• 	Optimised airflow continuously flushes the lens to avoid fogging

EXCELLENT
VOICE TRANSMISSION

•	 Ideal position of speech diaphragm for high quality voice transmission

MAINTENANCE
MADE EASY

• 	Acoustic and feel feedback when fitting major components
• 	Reduced time for typical maintenance procedures and preparation for safe cleaning
• 	Disassembly in less than 30 seconds
• 	Significantly tougher lens for increased protection when cleaning and disinfecting

NEW C1 COMMUNICATION MODULE

STATE-OF-THE-ART
COMMUNICATION

• 	C1 headset easily attaches to the outside of the G1 mask, integrating seamlessly 
with the mask design

• 	Microphone design protects against surrounding sound (no transmission of 
unwanted noise)

• 	Single interchangeable C1 headset between users provides lower cost-of-
ownership

• 	Standard Nexus 4 plug to connect to PTT or PTT/RSM incl. MSA HandyCom



THE RANGE FOR YOUR FUTURE

SCBA M1 UTILITY
• 	Basic Backplate

• 	Fixed Waistbelt

• 	Basic Harness

• 	Plastic Buckles

• 	Single Cylinder Band

• 	Classic Pneumatics

• 	Manifold with Gauge

• 	Fixed LGDV

• 	G1 PS Mask

SCBA M1 WORK CL
•	 M1 SCBA Backplate with hip swivel

•	 Advance harness (with padding)

•	 Twin-cylinder strap (2 cylinder)

•	 Plastic buckles

•	 Classic Pneumatic configuration

•	 Lung-governed demand valve holder

•	 Rescue line

•	 High pressure threaded connection 
with a standard manifold

Manifol
 with Gauge

Rescue Line

Swivel Waistbelt

Advanced Harness

Basic Harness

Bumper Twin Cylinder Band DV Holder

Plastic
Buckles

Basic Backplate

MSA M1 SCBA RANGE

PART NO. DESCRIPTION

768610 SCBA M1 Utility Basic Backplate, Fixed Waistbelt, Basic Harness, Plastic Buckles, Classic Pneumatics, Fixed LGDV, G1 PS Mask.

PART NO. DESCRIPTION

768611 SCBA M1 Work CL Basic Backplate, Swivel Waistbelt, Basic Harness, Plastic Buckles, Classic Pneumatics, Combi Gauge, Removable 
LGDV, DV Holder, G1 PS Mask.

Rubber
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Manifold
with Gauge

Classic 
Pneumatics

Rubber

Fixed LGDV Bumper Single Cylinder Band

FIxed 
Waistbelt

Basic Backplate

Plastic
Buckles

Classic Pneumatics

Fixed LGDV



PART NO. DESCRIPTION

768612 SCBA M1 Professional Adjustable Backplate, Rescue Handle, Swivel Waistbelt, Adv Harness, Metal Buckles, Chest Strap and Attach-
ment Points, Single Line Pneumatics, Combi Gauge, Removeable LGDV, DV Holder, G1 PS Mask

SCBA M1 WORK SL
• 	M1 SCBA Backplate with no 

adjustment

• 	Advanced harness (with padding)

• 	Plastic buckles.

• 	Single Line Pneumatic configuration

• 	Combi gauge

• 	Removable LDV

SCBA M1 PROFESSIONAL
• 	M1 SCBA Backplate with hip swivel 

and adjustable height

• 	Advance harness (with padding)

• 	Rescue Handle

• 	Twin-cylinder strap (2 cylinder)

• 	Metal buckles

• 	Chest straps & attachment points

• 	Single Line Pneumatic configuration

• 	Lung-governed demand valve holder

• 	Combi gauge

• 	High pressure threaded connection 
with standard manifold

Combination Gauge - 
2 MP Connections

Combination Gauge - 
2 MP Connections

Removable LGDV

Removable LGDV

Bumper

Bumper

Basic Backplate

Swivel Waistbelt

Adjustable Backplate

Advanced Harness

Rubber

Rubber

Rescue Handle

Chest Strap

Attachment
Point

Single Line 
Pneumatics

Single Line 
Pneumatics

Twin Cylinder Waistbelt

DV Holder

Single Cylinder Band

Advanced Harness

Plastic
Buckles

PART NO. DESCRIPTION

768632 SCBA M1 Work SL Basic Backplate, Fixed Waistbelt, Adv Harness, Plastic Buckles, Single Line Pneumatics, Combi Gauge, 
Removable LGDV, G1 PS Mask
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FIxed 
Waistbelt



COMPLETE THE SOLUTION

CYLINDERS AND VALVES

STORAGE CABINETS

PART NO: DESCRIPTION LIFE SIZE APPROX DURATION APPROX FULL WEIGHT

Cylinders

768527 MSA 6.8L 300 Bar Carbon Fibre No Valve 30 yrs 6.8 Litre 51 mins 6.4 kgs

768613 MSA 6.8L 300 Bar Carbon Fibre w/ Straight line Gauge Valve 30 yrs 6.8 Litre 51 mins 6.4 kgs

768628 MSA 4.3L 300 Bar Carbon Fibre No Valve 15 yrs 4.3 Litre 31 mins 6.9 kgs

768638 MSA 4.3L 300 Bar Carbon Fibre w/ Straight line Gauge Valve 15 yrs 4.3 Litre 31 mins 6.9 kgs

768629 MSA 9L 300 Bar Carbon Fibre 15 yrs 9 Litre 67 mins 8.1 kgs

768639 MSA 9L 300 Bar Carbon Fibre w/ Straight line Gauge Valve 15 yrs 9 Litre 67 mins 8.1 kgs

Liner Aluminium Alloy

Structure Fibre Carbon fiber, minimum tensile strength 3.5GPa

Outer Shell E glass fiber, minimum tensile strength 1.0 GPa

Content Breathing Air Only

Dimensions
OD: 161 mm
Length: 525 mm (may be different 
with valve fitted)

OD: 180 mm
Length: 544 mm (may be 
different with valve fitted)

OD: 115 mm
Length: 585 mm (may be 
different with valve fitted)

Volume 6.8L 9.0L 4.3L (to be approved)

Weight 4.7KG 5.5KG 2.8KG

Service Year 30YR 15YR and Unlimited 15YR

Technical Specifications for composite carbon fibre cylinders:

SPECTACLE KITS FOR FULL FACE RESPIRATORS

PART NO. DESCRIPTION

10144230 Spectacle Kit can be used in the G1 Face Mask

PART NO. DESCRIPTION

10052745 Single case for SCBA supplied with H30 cylinders only

For use by workers who must wear corrective lenses, the Spectacle Kit can be easily inserted into the facepiece. 
The kit includes a wire support, rubber guide, and pair of metal-frame spectacles. Desired adjustment is obtained 
by moving the spectacles in and out of the rubber guide and up and down the wire support. The Advantage® 1000 
and the Ultravue/Ultra-Twin kits (S-7 shape, 44-mm lens size) and the Ultra Elite® kit (S-7 shape, 48-mm lens size) 
fit Universal Bridge Corrective Lenses that can be obtained from local sources. The Spectacle Kit can be used with 
a nosecup.

Single unit, Wall mounted, chemical-resistant ABS plastic case resist weathering moisture and corrosion to ensure 
that SCBA stay in ready-to-use condition.
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C1 HEADSET COMMUNICATION

G1 MASK UPGRADE KITS FOR C1 HEADSET (COMPONENT HOUSING + BRACKET FOR LENS FRAME)

C1 HEADSET 32 OHM

M1 LUNG GOVERNED DEMAND VALVE

M1 ACCESSORIES

SPECIFICATIONS

Standards EC 60079-0:2017, IEC 60079-11:2011+Cor.:2012 EN136 as accessory for MSA G1 full face mask

Protection class IP67

Antistatic properties ATEX: II 2G Ex ib IIC T4 (for ATEX version)

Operating temperature range -20°C to +60°C, relative humidity up 98% (-20°C to +50°C for ATEX version)

Weight 100 g

Color Black (grey button for non ATEX, red button for ATEX)

Dimensions 120mm x 50mm x 20mm without microphone bridge

Cable Coiled cable 3mm x 350mm (fully extended 1300 mm)

Material Housing
PA12GF25

Microphone bridge
Silicone

Cable
PU

Wearing style Right side of G1 mask (no tools needed)

Maintenance Connector: Plug Nexus 4, Loudspeaker 32 Ohm (100 Ohm for ATEX version)

Speech claritiy Maintenance-free

ATEX classification only valid 
when not exceeding max. 
input

Loudspeaker
Operating Voltage = 8.4 V Current 
consumption = 1.5 A C0=4nF
L0=20μH
Rload ≥ 130 Ώ

Microphone
Operating voltage = 8.4 V Current consumption = 100 mA 
Current power = 214 mW C0=3nF
L0=20μH

PART NO. DESCRIPTION

10194308 Upgrade Kit G1 MaXX C1

PART NO. DESCRIPTION

10194300 Headset C1 (3 POL, unbalanced) with seal ring

10194299 Headset C1 (3 POL, unbalanced) with seal disk

10194311 Headset C1 (4 POL, balanced) with seal ring

PART NO. DESCRIPTION

10206631 M1 LGDV AS, long LGDV PS-MaXX

10207729 Headset C1 (3 POL, unbalanced) with seal disk

10194311 M1 LGDV AS, short LGDV PS-MaXX

State-Of-The-Art Communication 
•	 Easy attachment to the G1 mask
•	 Excellent voice transmission
•	 Easy interchangeability between users
•	 Low cost of ownership
•	 No battery (powered by the radio)
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C1 Headset for G1 Mask  
Technical Datasheet  
  
 

1 
 

STATE-OF-THE-ART COMMUNICATION  
 Easy attachment to the G1 mask 
 Excellent voice transmission 
 Easy interchangeability between users  
 Low cost of ownership 
 No battery (powered by the radio) 

The complete C1 communication solution requires several key components. Make your selection carefully to ensure proper performance.  
The set includes a dedicated component housing and bracket for the lens frame and also a communication set which is independen t from 
the facepiece. 

 
Component housing + Bracket for lens frame  C1 communication set (MSA C1 headset, PTT/RSM, radio) 
 
The set for communication contains the three parts shown above. Be sure to choose the correct configurations as specified in this document. 

In order to function properly, the C1 must be connected with the PTT module and the radio.  

 Connect the C1 to the mask.  
 Plug the connector into the Push-to-talk (PTT) or Remote Speaker Microphone (RSM).  
 Connect to the radio.  

The PTT module and headset should be connected to the radio before switching all on. Do not disconnect the device while the radio is in use. 
 
Unbalanced       Balanced 

       
 
Please ensure that the chosen C1 headset reflects the right connection as it influences the loudspeaker volume.  

Microphone and loudspeaker are 
using the same ground 
connection. 

Microphone is using the ground 
wire and the loudspeaker has an 
additional negative voltage 
connection. 



SCBA ACCESSORIES 

CARRYING CASE

P/N: 9510002

P/N: 10126797

COMPLETE THE SOLUTION

PART NO. DESCRIPTION

9510002
Wheeled Carrying Case 
suitable for SCBA and up to 2 
cylinders 

10126797 Standard Case, suitable for 
SCBA and 1 cylinder 

817092 Duffel Carry Bag for SCBA, 
Soft Black

•	 The patented alphaCLICK rapid cylinder exchange coupling fits 
on MSA 200 or 300 bar standard threaded cylinder valves and 
completely eliminates the need for threading. 

•	 For safety and reliability, alphaCLICK requires a two-step 
disconnection sequence, and can only be disconnected when there is 
no pressure.

•	 Features a flow restrictor on the cylinder when not connected to the 
SCBA, which avoids uncontrolled air flow if the valve is accidentally 
opened 

•	 Lets you change cylinders ten times faster than threading methods, 
while also improving on safety.

ALPHACLICK 2 RAPID CYLINDER EXCHANGE COUPLING

PART NO. DESCRIPTION

10191333 alphaCLICK 2 

10191310 Cylinder Adapter PK of 5

Carry cases accommodate SCBA with either 
6.8 or 9.0 litre cylinder.

CYLINDER COVERS

PART NO. DESCRIPTION

767982 6.8 lt - 15 year life cyl.

768010 6.8 lt - 30 year life cyl.

767983 9 lt CF - 15 year life cyl.

768011 6 lt CF - 15 year life cyl.

768012 4.3 lt CF - 15 year life cyl.

In order to protect the high-value composite 
cylinders, MSA offers a protective cover of 
non-flammable material in forest green with 
reflective band.
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Your direct contact
MSA Australia
 
11 Columbia Way
Norwest Business Park
BAULKHAM HILLS  NSW  2153
PO Box 7325
BAULKHAM HILLS  NSW  2153 
Phone:		  61 2 9688 0333
Customer Service:	 1300 728 672 
Fax: 		  (02) 9896 1835 
E-mail:		  aus.customerservice@MSAsafety.com

MSA New Zealand

Customer Service: 	 0800 441 335 
E-mail:		  nz.customerservice@MSAsafety.com

office@integratedsafetygroup.com.au
Draft


